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DOI: 10.1039/c2an16260aIon mobility spectrometry (IMS) is well known for its very high sensitivity, and thus IMS spectra are
commonly used in the identification of trace gases. Extracting quantitative information from IMS
spectra is, in contrast, difficult, especially regarding the reproducibility due to the nature of the
processes involved in the measurement of the spectra. Here we present data extracted from signal decay
curves obtained with a pulsed IMS, which can support the determination of substance concentrations
in the lower ppb range with good stability.Introduction
Ion mobility spectrometry (IMS) is a well-known method for
detecting hazardous compounds in air. Typical applications
include the detection of chemical warfare agents, explosives, and
drugs of abuse. Detection limits in the low part per billion range,
fast response times, and simple instrumentation have made this
technique quite popular, especially in the field of portable
detectors.1 Standard commercial devices use a radioactive elec-
tron source to ionize the sample molecules, which are then
accelerated into a drift tube, where they collide with ambient air
molecules and thus reach a constant drift velocity. This velocity
depends on a number of parameters, which include the mass and
the collision cross-section of the molecule. The consequence is
that in general different substances reach a different velocity, and
so they need a characteristic flight time to cross the drift tube.
IMS devices are limited in their resolving power which reaches
typically values between 40 and 60, but their advantage is the
high sensitivity achieved with their quite simple setup.
The ionization of the sample molecules is an indirect ioniza-
tion, as the free electrons of the (radioactive) source in a first step
create the so-called reactant ions, which then ionize the sample
molecules via charge transfer reactions. The reactant ions are
formed via a cascade of reactions involving especially the
nitrogen and water molecules present in ambient air. The result
is positively charged water-clusters and negatively charged
O2
-clusters. Both form peaks in IMS spectra which are called
reactant ion peaks (RIP). The IMS is operated in either a positive
mode, where only the positively charged ions are acceleratedaResearch Unit, Dr€agerwerk AG & Co. KGaA, Moislinger Allee 53-55,
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This journal is ª The Royal Society of Chemistry 2012through the drift tube towards the detector, or in a negative
mode, where only the negatively charged ions are detected.2 Due
to the charge transfer reaction between sample molecules and
RIP molecules and the general conservation of charges, it is in
principle possible to form a relation between the ratio of signal
intensities (RIP and analyte) and analyte concentration. Exam-
ples are the detection of TNT,3 acetone,4 and ethanol,5 but also
more complex substances such as morphine and noscapine.6 An
interesting application is the cleaning validation and verification
of manufacturing equipment in the pharmaceutical industry.7,8
In general, using the charge balance and thus the ratios of
signal intensities for quantitative interpretations becomes diffi-
cult due to the number of reactions involved and their related
uncertainties. As the underlying mechanisms are so complex,
artificial neural networks (ANN) are a typical, more advanced
approach to obtain calibration curves for quantitative IMS
measurements since their application does not require the full
understanding of the signal forming principles.9,10 The ANN are
trained with a number of IMS spectra of known analyte
concentrations. But using just signal intensities in order to
determine analyte concentrations shows typically problems
regarding the reproducibility, and variation of up to 25% has
been reported in the literature. Advanced statistical approaches
like principal component regression and partial least squares
seem to offer improvement for this problem.11
The IMS spectra used in these different methods are obtained
in a continuous mode with electron sources that continuously
produce free electrons. In our setup we use an electron gun that
produces short electron pulses, so that the ion signal’s decay can
be observed after the electron beam and thus the ionizing process
has stopped. The decay characteristic depends on the substance
itself, but also on other parameters, one being the analyte
concentration. In such a manner we can determine concentration
dependent parameters which are not only based on absolute
signal intensity relations. In this paper we describe how the decay
curves behave with respect to concentration changes for theAnalyst, 2012, 137, 2723–2727 | 2723
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View Article Onlinesubstances ethyl methyl ketone, ethanol, dimethyl methyl-
phosphonate (DMMP) and 2,4-toluenediisocyanate (TDI). After
a short presentation of the setup, decay curves of these
substances will demonstrate to what extent quantitative infor-
mation can be extracted with good reliability from the decay
behavior; the goal is to evaluate the decay characteristic as an
orthogonal parameter that can help to increase the precision of
such quantitative information obtained from IMS spectra.Experimental
The setup has been intensively described in previous publica-
tions12–14 so we give here only a brief summary. We used a drift
tube and an amplifier from a modified Draeger Ion Mobility
Spectrometer GSM with a 3 mm long reaction region, a 5.5 cm
long drift region and a 0.5 mm long collector region. The device is
operated in ambient air with corresponding temperature and
pressure. At a frequency of 30 Hz, a voltage pulse was used to
inject the ions after the ionization process (caused by free elec-
trons provided by an electron gun) from the reaction region
(in which a small field of 6 V cm1 was present to prevent drift
losses before injection) into the drift region, where a permanent
field of about 200 V cm1 forced the ions towards the collector
region. On their way through the drift region the ions collided
with the air molecules (the drift tube was operated at atmo-
spheric pressure) with an air flow of 300 ml min1 that flowed in
the opposite direction of the ions’ motion. The flow rate was
controlled by a mass flow controller (MFC). In the collector
region the ions experienced a field of 1000 V cm1 that moved
them towards the detector, which was formed by a simple
Faraday cup. The resolving power of the device was ca. 40, so
that the different peaks were well separated from each other (e.g.
ethanol: RIP 2.07 cm2 V1 s1, monomer 1.93 cm2 V1 s1, dimer
1.71 cm2 V1 s1, and peak width FWHM 0.04 cm2 V1 s1).
The free electrons forming the RIP ions were emitted by the
electron gun in short pulses of 10 ms length with a frequency of
30 Hz. The potential difference between the gun and the reaction
region was 8 kV so that the average kinetic energy of the elec-
trons was close to that of b-radiation emitted by commercial
tritium sources. The electron beam left the source through
a source punch with a diameter of about 10 mm.
The different concentrations of the analyte were produced by
mixing dry air (water concentration at 292 K less than 50 ppm,
i.e. less than 0.3% relative humidity) with a mixture composed of
dry air and analyte (produced by mixing analyte gas evaporating
in a permeation oven into a constant air flow of 100 ml min1).
The concentrations have been verified with different laboratory
typical procedures.Fig. 1 Signal decay depending on the concentration, shown for ethyl
methyl ketone.Results and discussion
A general observation is that the decay curve, i.e. the dependence
of the signal intensity on the delay time introduced in-between
ion production (when the electron beam stops) and ion extrac-
tion, changes with the analyte concentration. With lower
concentration the maximum intensity normally becomes lower.
At relatively high concentrations the decay curve decays expo-
nentially, but at certain low concentrations the intensity first
increases with increasing delay time, and then decreases2724 | Analyst, 2012, 137, 2723–2727exponentially after reaching the maximum intensity. In this state,
lowering the concentrations shifts the decay time necessary to
reach maximum intensity towards longer delay times, and the
increase towards the maximum intensity as well as the decay
afterwards behave more slowly.13–17 Both are a result of the
changed behavior of ion production viaRIP ions and ion number
reduction via recombination reactions, the consequence being
that the whole decay curve becomes wider and shifts towards
longer decay times.16 Fig. 1 shows this behavior for ethyl methyl
ketone. This substance is measured in the positive mode of the
IMS (ionization via water clusters), and in this mode it is quite
common to observe monomer- and proton bound dimer-signals
of the analyte. The behavior of the decay curves is thus more
complicated due to the relation between the monomer and dimer
signals, but the general trend described before is obvious. The
intensities shown in this figure are the maximum peak intensities
of the analyte peak in the corresponding IMS spectrum, with
each IMS spectrum being the average of 16 measured IMS
spectra.
As the absolute intensity is not of interest here, but the decay
behavior itself, the decay curves (which typically look also for the
other substances like those in Fig. 1) have been normalized so
that the maximum of each curve reached 100%. Three distinct
effects, which are caused by concentration reduction and that can
already be seen in Fig. 1 for example, become then clearer.
The maximum intensity (i.e. 100% in the normalized form) is
much stronger than the initial intensity at delay time t ¼ 0 ms
(e.g. in Fig. 1, dimer signal: 100%, ca. 360 mV, at t ¼ 0 ms for
165 ppb since the maximum is already reached at a delay time
t ¼ 0 ms, and for 15 ppb ca. 10% at t ¼ 0 ms, i.e. 7 mV compared
to a maximum of ca. 70 mV at t ¼ 2 ms), the location of the
maximum intensity shifts to longer delay times, and the decay
after the maximum becomes slower so that the curves of different
concentrations are clearly separated from each other.
Thus it is possible to choose certain points on the normalized
decay curve that can represent the analyte concentration. Since
the decay curves are quite stable with respect to external influ-
ences,13,16 these points correspondingly are quite stable, too.This journal is ª The Royal Society of Chemistry 2012
Fig. 3 Dependence of I(0) and t50% on the concentration, shown for the
monomer signal of ethyl methyl ketone.
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View Article OnlineFor ethyl methyl ketone we have chosen one point with fixed
delay time (as described before the intensity at t ¼ 0 ms, called
I(0)) and one point where the intensity was constant (delay time
at which the intensity was 50% of the maximum intensity, called
t50%) on the normalized decay curve in order to demonstrate the
corresponding dependence on concentration. Fig. 2 shows the
dependence of these values for the dimer signal. Since the decay
curves also depend on the strength of an electric field in the
reaction region,14 the figure shows additionally the behavior for
two different field strengths.
As can be seen, the t50% values become smaller with increasing
concentration, the curve descends in a monotonic fashion.
Increasing the field strength shifts the decay curve to faster times
so that a different curve is obtained, but with a similarly
monotonic behavior. The error bars show the variation typically
observed in repeated measurements. At lower concentrations the
curves show a steeper slope than at higher concentrations. Thus
the method is limited towards high concentrations: when the
slope becomes too small the curve no longer allows to discrimi-
nate safely between different concentrations. Towards lower
concentrations the error increases and thus limits the applica-
bility. But over the range investigated here (ca. 20 ppb to
160 ppb) the parameter t50% allows determination of the
concentration with a precision of at least 5 ppb.
The second parameter, I(0), increases with increasing
concentration, as outlined before; it does not show any depen-
dence on the electric field strength in this case. The slope is also
monotonic, but changes in a stronger fashion at ca. 140 ppb. This
is the point where the maximum intensity is already reached at
a delay time of 0 ms, and while the absolute value still changes
(see Fig. 1 again), the value extracted from the normalized curve
remains at 100%; thus the limit for using this parameter is
reached. Towards lower concentrations the error increases and
limits thus this parameter, but again a precision of at least 5 ppb
is possible over the whole range.
Fig. 3 shows now the same parameters for the monomer signal.
The monomer decays much faster than the dimer, and theFig. 2 Dependence of the intensity at t ¼ 0 ms delay time I(0) and the
delay time necessary to reduce the intensity to 50%, t50%, on the
concentration for two different electric field strengths in the reaction
region, shown for the ethyl methyl ketone dimer (extracted from
normalized signal intensities curves).
This journal is ª The Royal Society of Chemistry 2012normalized curve does not vary very much with the concentra-
tion. Only below ca. 80 ppb the curve of t50% shows a slope large
enough so that this parameter allows for the determination of the
analyte concentration. The maximum intensity is for most
concentrations already reached at t ¼ 0 ms delay (see also Fig. 1,
monomer graph, showing this with absolute intensities), and thus
I(0) is for most concentrations not a useful parameter either.
Only below 40 ppb the maximum intensity shifts to longer, non-
zero delay times with decreasing concentration and can thus be
used to determine the latter one in normalized decay curves.
Ethyl methyl ketone shows in the monomer and dimer signals
the limitations of using the normalized decay curve to determine
the analyte concentration. The method has a limit towards higher
concentrations: when the IMS signal is strong (i.e. the concen-
tration is high, since the signal intensity in general decreases with
lower concentration), it will mainly change its intensity with
concentration, and not in the behavior of the normalized decay
curve (the decay is so fast that the variation of the decay itself
with concentration is low, correspondingly the normalized curve
shows only small variations). In general it can be said, that when
the concentration is so low that the maximum (dimer) intensity is
reached at a delay time which is not 0 ms anymore, then the
maximum intensity has been reached (as an example see Fig. 1,
165 and 132 ppb). From this concentration on towards lower
concentrations, at least I(0) forms a suitable parameter. The
other parameter t50% might still be useful at slightly higher
concentrations, but the slope of the decay curve is then normally
changing too little with the concentration so that the precision of
t50% is very much reduced.
Since the limits of the method depend on the IMS signal
strength, it is clear that different substances will show different
limits. Ethanol shows only for the monomer signal a suitable
behavior, albeit with different concentration limits compared to
ethyl methyl ketone. Fig. 4 shows the corresponding graphs.
Here the range is ca. 5 ppb to 65 ppb for t50%, for I(0) it is ca. 5
ppb to 25 ppb, both with a precision of better than 5 ppb,
especially below 20 ppb since the magnitude of the slope for each
curve is quite large. Both curves do not change significantly withAnalyst, 2012, 137, 2723–2727 | 2725
Fig. 4 Dependence of I(0) and t50% on the concentration, shown for
ethanol, monomer signal.
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View Article Onlinethe field strength so that it is not possible to obtain a different
curve as in the case of ethyl methyl ketone. The reason why
ethanol has these lower limits is that the signal strength of
ethanol is quite strong even with relatively low concentrations,
i.e. the number of ions produced is quite high in comparison.
Another example investigated by our group is DMMP.
DMMP shows strong signal decay variations with the concen-
tration, but again only the monomer signal shows a suitable
behavior that can be used to determine the analyte concentra-
tion. Furthermore, I(0) is not a suitable parameter anymore. But
since the whole decay curve can in principle be used, we chose the
intensity at a delay time of 1.2 ms, I(1.2 ms), instead of I(0)
(Fig. 5).
Only for a field strength of 3 V cm1 the curves show a good
monotonic decay. Since I(1.2 ms) is the signal intensity after
reaching the maximum intensity, and since the maximum inten-
sity is reached at shorter delay times with increasing concentra-
tion, I(1.2 ms) has a negative slope. The precision is here again
5 ppb for a range between 10 ppb and 115 ppb, but problematicFig. 5 Dependence of I(1.2 ms) and t50% on the concentration, shown
for DMMP, monomer signal.
2726 | Analyst, 2012, 137, 2723–2727at concentrations below 20 ppb. The other parameter t50% does
not show a problem here, due to the steep curve it allows actually
for a much better precision.
The last substance discussed in this paper is TDI. TDI is in
contrast to the other substances not measured in the positive
mode of the IMS device, but in the negative. In this mode there
are no dimer signals, the signal formation is thus less complex.
TDI shows only a moderate dependence of the decay curves on
the concentrations, but still it allows us to find good parameters
for this interpretation. This time it is not t50% but t80%, i.e. the
time at which the concentration reached 80% of its maximum
value, and I(3.0 ms) (Fig. 6). Only with these parameters was it
possible to obtain curves that allow a precision of better than
5 ppb. The range for this substance is from 5 ppb to 80 ppb, and
especially below 10 ppb the slope is so steep that the precision is
theoretically much better than 5 ppb. TDI thus shows that also in
the negative mode the concentration dependence of the decay
curve is strong enough in order to use it to determine the
concentration, even in absence of dimer forming processes like in
the case of the other substances. Furthermore it shows that in
principle the whole decay curve can be used to find good
parameters for the purpose of quantitative information extrac-
tion from IMS spectra.
The described behavior has only been shown for single
substances. Further investigation needs to show how much this
behavior changes if other substances are present. It can be
expected that the dependencies change since the quantities of the
RIP ions which are involved in the recombination reactions will
be different. But similar influences would also change the
outcome when using the intensity ratio based approaches;3–11 in
these publications the influence was also investigated for only
one substance or compositions of the same substances. In this
aspect the here proposed method does not mean an improvement
but suffers from the same restrictions. The advantage is on the
one hand having other, orthogonal parameters to determine the
concentration, and on the other hand the stability of these
parameters. It is thus not meant to replace the other purely
intensity based approaches, but to support them especially forFig. 6 Dependence of I(3.0 ms) and t80% on the concentration in the case
of TDI (monomer, recorded in the negative IMS mode, field strength
3 V cm1).
This journal is ª The Royal Society of Chemistry 2012
Pu
bl
ish
ed
 o
n 
28
 M
ar
ch
 2
01
2.
 D
ow
nl
oa
de
d 
by
 T
ec
hn
isc
he
 In
fo
rm
at
io
ns
bi
bl
io
th
ek
 (T
IB
) o
n 2
6/1
0/2
01
7 0
7:1
7:3
6. 
View Article Onlinethe low concentrations shown here. A pulsed IMS allows us to
determine both, intensity ratios (for this case measured without
delay) and decay curves (measured by scanning over the delay
times). The response time for the here proposed method is the
same as that for standard IMS (for the measurement of t50% and
t80% the maximum delay time was 6 ms, delay time scans were
performed in steps of 300 ms so 20 steps were necessary to cover
this range; the device was operated at 30 Hz with averaging over
16 spectra, leading to a maximum scan time of ca. 12 seconds; for
the fixed points I(0) and I(1.2 ms) where no scanning is necessary
it is correspondingly about 600 ms due to the averaging).
Conclusion
The normalized decay curves behave quite stably with respect to
external parameters, and also regarding run-to-run stability or
long-time stability even if the absolute signal intensities are quite
different. Their decay behavior depends also on the analyte
concentration, and thus these curves can be used for quantitative
analysis. In this paper we have shown that for ethyl methyl
ketone, ethanol, DMMP and TDI the decay curves allow us to
extract the analyte concentration from the shifts of the decay
curve to longer decay times with lower concentration. Thus
either points with a certain ratio with respect to 100% intensity,
or points recorded at a fixed delay time can be used. The practical
concentration range depends on the substance and the signal type
(monomer, dimer); for ethyl methyl ketone it was the largest with
a range from 20 to 165 ppb, for ethanol it was the smallest with
a range of 5 ppb to 65 ppb, both with a precision better than 5
ppb. Using absolute intensities, the range could possibly be
increased towards higher concentrations, since the absolute
values keep changing with the concentration even when it is high;
but the decay is then so fast that its behavior varies only slightly
with the concentration, with the consequence that normalized
curves would show a quite similar decay; the focus of this paper
on the other hand is concentrated on the decay behavior alone
and thus only normalized intensity curves have been analyzed,
leaving the absolute decay curves open for further research and
possible improvement. Since both neural networks and advancedThis journal is ª The Royal Society of Chemistry 2012statistics can improve their performance if supported by good
orthogonal parameters, decay characteristics measured with
pulsed IMS devices are a good candidate to lead to further
improvement regarding precision in the lower ppb range not only
but also in these methods.
Possible applications are situations where a fast and sensitive
gas analyzer is needed, and additionally portability is required,
but where standard IMS due to their lack of providing quanti-
tative information could not be used; such applications are
common in e.g. environmental monitoring.
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